ROUTE
NUMBER SECTION COUNTY | TOTAL SHEETS|SHEET NO.

FAS 1369 11-00254-00-RS |LASALLE 4 2 of 4
CONTRACT 87389

Jo' rRoapway

¢
L3 /7' K L3

sexaam | MIXTURE REQUIREMENTS

LOCATION: [ /-00254-00-RS

LEVEL BINDER HMA SURFACE

PG_GRADE PGE4-282 Pe64-22
DESIGN AIR VOIDS: 4.0 % 8 NS5O 4.0 X 8 NS5O
©|MIX LTION 4 1L-9.5 1L-9.6

i Z. w FRICTION AGGREGATE: WIXTURE €
6" x 24' AGGREGATE BASE COURSE LA ST e T MIXTURE:
4" x 24°' BITUMINOUS ROAD MIX DENSTTY CONTROL
A-2 BITUMINOUS SURFACE TREATMENT ' ‘

a% MIXTURE USE+ MACHINE HETHOD, NSO COURSE MIX C. NSO

&

EXISTING 3 1/2" BITUMINOUS MIXTURE COMPLETE
EXISTING 3" BITUMINOUS MIXTURE COMPLETE AND COMPLETE, MOD

~——PROPOSED :

3749 " LEVEL BINDER MM N-50 w/ 20%/8.Y. CROWN CORR.
I 174 " HMA SURFACE COURSE "C* NSO | GENERAL NOTES
3" x 3.0' A6GG SHOULDERS, 7Y. 8 THE THICKNESS OF THE BITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS.
DEVIATIONS FROM THE NOWINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCOLR DU
TO IRREGULARITITES IN THE EXISTING SURFACE OR BASE ON WHICH THE BITUMINOUS MINTURE T3 PLACED.
THE BITUNINOUS SURFACE OF ALL MAILBOX TURNOUTS, PRIVATE ENTRANGES, COMNERCIAL ENTSANCES,
AND SIDE ROADS SHALL BE MADE NEATLY, IN A WORKMANLIKE MANNER. AND SHALL ACCURATELY CONFORM
P/?OPOS £ED TYP 7CA L SECT TON TO THE SHAPES AND DINENSIONS SHOMN ON THE PLAN DETAILS. IF REQUIRED BY THE ENGINEER. THE
DIMENSIONG oMy e e Pean orant s T e SLTUNINOUS SURFACE T0 CONFORK 1O THE. SHAPES 4ND
STA. 10+00 70 STA. 327+32 BITUMINOUS SURFACE. '
THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE VARIOUS
; BITUNINOUS LIFTS.
ADDITIONAL BINDER COURSE MATERIAL, AT THE RATE GIVEN ON THE TYPICAL SECTIONS. HAS BEEN
SUMMARY OF QUANTITIES ; ADDED TO THE QUANTITIES FOR CROWN CORRECTION.
ITEM # ITEM QUANTITY | UNIT ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN THE EDITION AS
* 40600100 BITUMINOUS MATERIALS (PRIME COAT) 7.390] GALLON INDICATED BY THE SUBNUMBER LISTED ON THE INDEX OF SHEETS OR THE COPY OF THE STANDARD INCLUDED
* 40600105 BITUMINOUS MATERIALS (PRIME COAT), SPECIAL 148] GALLON EXISTING SUPERELEVATION RATES ARE TO BE MATCHED WITH THE FULL DEPTH OF THE APPLICABLE
40600300 AGGREGATE (PRIME COAT) 148] TON TYPICAL SECTION : ) -
* 40600625 LEVELING BINDER (MACHINE METHOD), N50 3,760 TON THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN CALCULATING PLAN QUANTITIES.
%] 40800982 _ |HOT-MXASPHALT SURFACE REMOVAL-BUTT JOINT 673]_sa. e s TP R THETaAT) N
* 40603310 HOT-MIX ASPHALT SURFACE COURSE, MIX"C", N50 5062] TON [ BITUMINOUS WATERIALS (PRINE COATT . SPECTAL 0.30 GALJ50 VD
- AGGRECATE (PRINE COAT) 0.002 TONS/50 VD
40800050 INCIDENTAL HOT-MIXASPHALT SURFACING 200] TON S TTUNINGUS CONCRETE SINDER AN STieE ZauRSE e
* 48101200 AGGREGATE SHOULDERS, TYPE-B 2,710 TON SHORT-TERW PAVEMENT MARKING 4 FT/40 FT EACH 4
63300905 VERTICAL ADJUSTMENT OF SPBGR, TYPE A _ e00] Foor
63300925 VERTICAL ADJUSTMENT OF TRAFFIC BARRIER TERMINAL, TYPE { 4 EAcH
70300100 SHORT-TERM PAVEMENT MARKING 5695 FoOT
67100100 MOBILIZATION 1] Lsum
70100460 TRAFFIC CONTROL AND PROTECTION, STANDARD 701306 1] Lsum
78001110 PAINT PAVEMENT MARKING - LINE 4" - 72664 FOOT
78003180 PREFORMED PLASTIC PAVEMENT MARKING, TYPE B - LINE 24" 15| Foor
782004-55  |1@DIRECTIONAL GOARD RAL FLECTORS 4] EAcH C L » EC 0 /V 5
I oS5 _IiDoEeIONAL coni EniL BieLECToRE | TYPICAL SECTION, SUMMARY OF

A SPECTALTY ZTEMS - QUANTITIES — AND GENERAL NOTES




